Adsorption Dryer set ISO
OFAG3 180 I/min Class Zero

Product Images



https://airpress.net/adsorption-dryer-set-iso-ofag-180-l-min-class-zero-18003-ofag3

Additional Information

SKU 18003-OFAG3

EAN 8712418395075

Weight (kg) 13.500000

Length (mm) 480

Width (mm) 130

Height (mm) 710

Connection size (") 3/8,1/2

Nominal value flow inlet (Nm3/h) 10.8

Nominal value flow inlet (I/min) 180

Nominal value flow outlet (Nm3/h) 10.80

Nominal value flow outlet (I/min) 180

Prefilter (type) P filter - 3 um, Cyclone filter, S filter - 0.01 ym
Postfilter (type) A2-0.005 mg/m3, R filter- 1 ym
Residual oil content (mg/m3) <0.005

Pressure dew points (°C) -20/-25

Working pressure (bar) 4-16

Minimum ambient temperature (°C) 1.5

Maximum ambient temperature (°C) 60

Voltage (V) 230V /50Hz /1 Ph

Power consumption (W) <40

IP classification IP 65

Noise level dB(A) (0 m) <100

ISO ISO8573-1,1S08573-1:1.3.1 /0
Distance sensor No

4/10/24,1:32 AM
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